
CITY OF BURBANK
COMMUNITY DEVELOPMENT DEPARTMENT
BUILDING DIVISION

SWIMMING POOLS IN 
R-1,R-1H ZONES
2008

WHERE WALL OF HOUSE SERVES AS PART OF BARRIER, 
DOORS IN THE WALL MUST COMPLY WITH EITHER:
1. BE SELF-CLOSING AND SELF-LATCHING WITH RELEASE 
MECHANISM LOCATED 54” MIN. ABOVE FINISHED FLOOR, 
OR
2. HAVE AN ALARM THAT SOUNDS WITHIN  7 SECONDS 
OF DOOR OPENING. THE SOUND LEVEL MEASURED 
INDOORS AT 10’ SHOULD BE 85 dBA.THE ALARM SHALL 
AUTOMATICALLY RESET AND HAVE A MANUAL MEANS 
FOR TEMPORARILY DEACTIVATING FOR A SINGLE 
OPENING. THE DEACTIVATION SHALL LAST NO  MORE 
THAN 15 SECS. THE SWITCH SHALL BE LOCATED 54” MIN. 
ABOVE THE FINISHED FLOOR.

GLASS IN WALLS MUST BE TEMPERED IF IT IS:
1. WITHIN 5’ OF POOL
2. LESS THAN 60” ABOVE FINISH GRADE ON POOL SIDE.

SPAS OR HOT TUBS SHALL 
COMPLY WITH POOL REGULA-
TIONS OR BE EQUIPPED WITH A 
LISTED SAFETY COVER. IN 
ADDITION, THEY MUST HAVE AN 
ANTI-ENTRAPMENT COVER
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DOORS FROM GARAGE 
MUST MEET MINIMUM 
REQUIREMENTS LISTED 
FOR DWELLINGS

NOTES:
*    POOL MAY BE CLOSER IF ENGINEERED DRAWINGS FOR POOL WALL ARE SUBMITTED.
**  SETBACK MEASUREMENTS SHALL BE TAKEN FROM OUTSIDE OF POOL WALL, NOT WATER LINE.
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SETBACK CERTIFICATION REQUIRED - A CALIFORNIA LICENSED SURVEYOR IS REQUIRED TO CERTIFY THE LOCA-
TION AND SETBACKS OF ALL NEW CONSTRUCTION PRIOR TO THE FIRST FOUNDATION INSPECTION.  A COPY OF THE CERTIFICA-
TION SHALL BE AVAILABLE TO THE BUILDING INSPECTOR PRIOR TO FIRST INSPECTION.

NEW AND REMODELED POOLS 
MUST HAVE ANTI-ENTRAPMENT 
COVER(S).


