SHEET INDEX

A-1 SITE PLAN

A-2 (E) FLOOR PLAN-DEMOLITION PLAN
A-3 (N) 1ST FLOOR PLAN, NOTES
A4 (N) 2ND FLOOR PLAN & SCHEDULES & CROSS SECTION

A-5 BUILDING ELEVATIONS S
A-6 GARAGE PLAN AND ELEVATIONS

GENERAL NOTES

ALL CONSTRUCTION SHALL COMPLY WITH THE 2013 EDITION OF THE CBC, CMC, CPC, AND CEC AS
ADOPTED AND AMENDED BY THE STATE OF CALIFORNIA IN TITLE 24 AND THIS JURISDICTION.
SEPARATE PERMITS ARE REQUIRED FOR MECHANICAL, ELECTRICAL, AND PLUMBING, GRADING AND

DEMOLITION.

ALL PROPERTY LINES, EASEMENTS, AND EXISTING BUILDINGS HAVE BEEN INDICATED ON THIS SITE

PLAN.

A SECURITY FENCE SHALL BE PROVIDED AROUND THE CONSTRUCTION AREAAND SHALL BE
INSTALLED PRIOR TO EXCAVATION AND/OR FOUNDATION TRENCHING.

WATER SHALL BE PROVIDED ON THE SITE AND USED TO CONTROL DUST.

TEMPORARY TOILET FACILITIES SHALL BE PROVIDED ON SITE.

THE FINISH GRADE SHALL SLOPE AMIN. OF 5%, OR 6", TO A POINT 10 FEET FROM BUILDING
FOUNDATION, OR TO AN APPROVED ALTERNATE METHOD OF DIVERTING

THE TOP PF EXTERIOR FOUNDATION SHALL EXTEND ABOVE THE ELEVATION OF THE STREET

GUTTER A MINIMUM OF 12" PLUS 2%

SETBACK CERTIFICATION REQUIREMENT

A california State licensed surveyor is required to certify the location and setbacks

of all new construction prior to the first foundation inspection. A copy of the certification

shall be available to the Building Division inspector for the job file prior to the first inspection.
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SPECAL INSPECTOR

CONCRETE OVER 3,000 PSI

BOLTS INSTALLED IN CONCRETE

SPECIAL MOMENT-RESISTANT CONCRETE FRAME

REINFORCING STEEL AND STEEL TENDONS

STRUCTURAL WELDING

HIGH-STRENGTH BOLTING

STRUCTURAL MASONRY

REINFORCED GYPSUM CONCRETE

INSULATING CONCRETE FILL

APRAY-APPLIED FIRE RESISTANT MATERIALS

PILIN, PIERS AND CAISSONS

SHOTCRETE

SPECIAL GRADING, EXCAVATION, AND FILL

SMOKE-CONTROL SYSTEM

OTHER

EXISTING NONCOMPLIANT PLUMBING FIXTURE REPLACEMENT REQUIREMENT:

SENATE BILL 407 (SB 407) REQUIRES NONCOMPLIANT PLUMBING FIXTURES TO
BE REPLACED BY WATER CONSERVING PLUMBING FIXTURES WHEN A
PROPERTY IS UNDERGOING ALTERATIONS OR IMPROVEMENTS. THIS BILL
APPLIES TO ALL SINGLE-FAMILY RESIDENTIAL AND MULTI-FAMILY RESIDENTIAL
BUILDINGS CONSTRUCTED ON OR BEFORE JANUARY 1, 1994. FIXTURES
INCLUDE WATER CLOSETS, URINALS, SHOWERHEADS, LAVATORY FAUCETS,
AND KITCHEN FAUCETS. NONCOMPLIANT FIXTURES CAN ONLY BE REPLACED
BY FIXTURES COMPLYING WITH THE REQUIREMENTS OF CAL GREEN AND THE

CALIFORNIA PLUMBING CODE.

THE WATER-CONSERVAING PLUMBING FIXTURE CERTIFICATE OF COMPLIANCE
MUST BE SUBMITTED TO THE BUILDING INSPECTOR PRIOR TO THE FINAL

BUILDING INSPECTION.

Parks & Recreation Notes:

+ All Street Trees to remain

+ Please replace any lost landscaping with new landscaping on the property

« Please provide an Arborist valuation for the trees and Landscape that will be affected/removed for this project.
« If the owner elects to install the street trees, they must contact the Forestry Supervisor, at (818) 238-5343,
at least forty-eight (48) hours prior to installation. Failure to contact the City for inspection and installation

may cause the removal and replacement at the owner's expense.

STORM WATER MANAGEMENT NOTES:

1. Eroded sediments and other pollutants must be retained on site and may not be transported from the site via
sheetflow, swales, area drains, natural drainage courses or winds.

2. Stockpiles of earth and other construction related materials must be protected from being transported from the site
by the forces of wind or water.

3. Fuels, oils, solvents and other toxic materials must be stored in accordance with their listing and are not to
contaminate the soil and surface waters. All approved storage containers are to be protected from the weather. Spills
must be cleaned up immediately and disposed of in a proper manner. Spills may not be washed into the drainage
system.

4. Non-stormwater runoff from equipment and vehicle washing and any other activity shall be contained at the project
site.

5. Excess or waste concrete may not be washed into the public way or any other drainage system. Provisions shall
be made to retain concrete wastes on site until they can be disposed of as solid waste.

6. Trash and construction related solid wastes must be deposited into a covered receptacle to prevent contamination
of rainwater and dispersal by wind.

7. Sediments and other materials may not be tracked from the site by vehicle traffic. The construction entrance
roadways must be stabilized so as to inhibit sediments from being deposited into the public way.

8. Accidental depositions must be swept up immediately and may not be washed down by rain or other means.

9. Any slopes with disturbed soils or denuded of vegetation must be stabilized so as to inhibit erosion by wind and

water.
10. Schedule construction activity to reduce area and duration of soil exposed to erosion by wind, rain, runoff and

vehicle tracking.
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1. Sign location: Front of project site facing the street. Sign cannot
encroach into the public right-of-way (sidewalk and parkway)
2. Slan mav be mounted Indecendently or on the construction fence.
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DISCLAIMER

WRITTEN DIMENSIONS SHALL BE VERIFIED ON THE JOB SITE.
DISCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF
THE DRAFTER PRIOR TO THE COMMENCEMENT OF ANY WORK.

DESIGN CRITERIA

APPLICABLE CODES:

2016 California Administative Code

2016 California Building Code

2016 California Residential Code

2016 California Mechanical Code

2016 California Plumbing Code

2016 California Electrical Code

2016 California Energy Code

2016 California Existing Building Code

2016 California Green Building Standards Code

TIMBER:
DOUGLAS FIR LARCH (PER GRADING RULES 16)
2X4 AND 4X4 STANDARD GRADE (VERTICAL MEMBERS)

NO. 2 (HORIZONTAL MEMBERS)
2X6 AND LARGER NO. 2 GRADE (HORIZ. AND VERT. MEMBERS)
4X6 AND LARGER NO. 1 GRADE (HORIZ. AND VERT. MEMBERS)

PLYWOOD
PS-1-07 PER APA STANDARD. PL 32/16

CONCRETE
STRENGTH @ 28 DAYS PERACI 318 SPECIFICATIONS

FOUNDATION : fc=2500 psi
NON CONTINUOUS INSPECTION REQUIRED

SOIL:
ALLOWABLE SOIL BEARNING VALUE (FBRG) = 1500psf.

PER SOILS REPORT BY: CBC TABLE 1804.2
ALL FRAMING CONNECTORS TO BE SIMPSON STRONG TIE OR EQUAL

LEGAL DESCRIPTION

Property Information

Site Address 725 N CATALINA ST
ZIP Code 91505
Assessor Parcel No. (APN) 2479-010-013
Tract 9572
Lot 172

PROJECT ANALYSIS

Existing Lot Area 6,750.0 sf
Existing Living Area 1,002.0 sf
Existing 2-Car Garage to remove 324.0 sf
Existing Front Porch 490 sf
PROPOSED 1ST FLOORADDITION ~ 737.0 sf
PROPOSED 2ND FLOORADDITION ~ 814.0 sf
NEW REAR ATTACHED PATIO 131.0 sf
NEW 2-CAR DETACHED GARAGE 514.0 sf

F.A.R. & LOT COVERAGE

PROPOSED FLOOR AREA:

(E) House 1,002 sf
New 1st Flr 737 sf
New 2nd Fir 814 sf
New Rear Porch 131 sf

New Garage (514-500) 14 sf
Total FAR 2,698 sf =2698 /6750 = 39.9

LOT COVERAGE:
(E) House 1,002 sf
New 1st Fir 737 sf
New Rear Porch 131 sf
New Garage 514 sf
Total Lot Coverage 2,384 sf =2384 /6750 = 35.3%

SCOPE OF WORK

« Add 1,6217sf 2 Story Addition to rear of a singleStory House
* First Floor to add a Bdrm, Bath and Family rm

« Second Floor to add a Master Suite

+ Add new Attached Porch at the rear of the house

* New Garage and Concete Driveway Under Separate Open Permit
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City of Burbank - Building Division
MWELO PROJECT INFORMATION

Applicant Information:
Mike Geragos

Name:

Phone:  818-406-5378

Address: 2155 Verdugo Blvd, #614 Montrose CA 91020

Email: Mikegeragos@gmail.com

Project
Site Address: 725 N Catalina

Project Type (new dwelling, commercial, or rehab): Residential Addition

b Currently, this project does not include landscaping or water features. | am aware that future
landscape or water feature installations may be required to comply with the MWELO
requirements per California Code of Regulations, Title 23, Division 2, Chapter 2.7.

O This project does incorporate landscaping or water features. (Please provide the information
below specific to the landscape area which will be completed as part of this project and specify

the compliance method to be used):

Total Landscape Area (sq. ft.): Turf Area (sq. ft.):

(Include water feature surface area)

Non-Turf Plant Area (sq. ft.): Special Landscape Area (sq. ft.):

(An area dedicated solely to edible plants, recreational areas,
or areas or water features irmgated with recycled water.)

Water Type O Potable [ Recycled

Name of water purveyor: BWP

Compliance Method

O Performance (ltems included in Performance Checklist is included on plans)

() Prescriptive (Items included in Prescriptive Checklist is included on plans)

Signature

| certify the above information is correct and agree to comply with the requirements of the MWELO.

8-8-19

Signature or property owner or authorized representative

Date

Project Address: 725 N Catalina Permit No:

BUILDING DIVISION
Community Development Department
City of Burbank

WATER-CONSERVING PLUMBING FIXTURES

CERTIFICATE OF COMPLIANCE
(For buildings built on or before Jan. 1, 1994)

| certify, under penalty of perjury, as owner of this property, that noncompliant plumbing fixtures have been
replaced with water-conserving plumbing fixtures in accordance with Civil Code Sections 1101.1 through
1101.8, the current California Plumbing Code and California Green Building Standards Code, and
manufacturer’'s installation requirements, and that the water-conserving plumbing fixtures comply with the

requirements as listed below.
Owner’s Name: Adam Othman Date:
Owner’s Signature:
SINGLE-FAMILY RESIDENTIAL
Fixture CALGreen/ CPC
Water Closet 1.28 gals/flush =
Showerhead 2.0 gals/min
Multiple Showerheads 2.0 gals/min combined
Lavatory Faucet 1.5 gals/min
Kitchen Faucet 1.8 gals/min
MULTI-FAMILY RESIDENTIAL
Fixture CALGreen/ CPC
Water Closet S 1 128galsfflush St R
Urinal 0.5 gals/flush
Showerhead 2.0 gals/min
Multiple Showerheads 2.0 gals/min combined
Lavatory Faucet (within units) 1.5 gals/min
Lavatory Faucet (common areas) 0.5 gals/min
Kitchen Faucet 1.8 gals/min
COMMERCIAL
Fixture CALGreen/ CPC
Water Closet 1.28 gals/flush
Urinal 0.5 gals/flush
Showerhead 2.0 gals/min
[ Multiple Showerheads 2.0 gals/min combined _
Lavatory Faucet 0.5 gals/min
Kitchen Faucet 1.8 gals/min

04/14

RESIDENTIAL DEMOLITION:

PARTIAL DEMOLITION OF A RESIDENTIAL STRUCTURE IN ASSOCIATION OF A CONSTRUCTION
PROJECT 1S OLNY PERMITTED WHERE INDICATED ON THE APPROVED PLANS. ANY
DEMOLITION WORK BEYOND THAT SHOWN ON THE APPROVED PLANS MAY RESULT IN A STOP
WORK ORDER (CBC APPENDIX CHAPTER | SEC. 113.2) AND OR REVOCATION OF THE PERMIT
(CBC APPENDIX CHAPTER | SEC. 105.6). ADDITIONAL DEMOLITION WORK MAY ALSO
REQUIRE COMPLIANCE WITH BURBANK MUNICIPAL CODE SEC. 31-1810 IF MORE THAN 50%
OF THE STRUCTURE IS DEMOUSHED.

DIVERSION OF C¢D DEBRIS:

A MINIMUM OF 50% OF GENERATED DEBRIS SHALL BE RECYCLED, REUSED, OR DIVERTED
FROM THE LANDFILL. A $50 ADMINISTRATIVE FEE AND A REFUNDABLE DEPOSIT WILL BE
COLLECTED AT THE TIME OF PERMIT ISSUANCE. THE DEPOSIT CAN BE REFUNDED IF
RECYCLING RECEIPTS ARE SUBMITTED TO BUILDING DIVISION WITHIN 60 DAYS OF PERMIT

CALIFORNIA GREEN BUILDING STANDARDS CODE (CALGREEN)
MANDATORY ITEMS IN THE DESIGN AND CONSTRUCTION OF THE PROJECT

Surface drainage Sec. 4.106.3. Construction plans shall indicate how the
site grading or draining system will manage water flows and keep surface
water from entering buildings through the use of swales, water collection
and disposal systems, french drains, or water retention gardens.

Outdoor water use Sec. 4.304. Weather- or soil moisture-based automatic
irrigation controllers for landscape irrigation systems shall automatically
adjust in response to weather conditions. Weather-based controllers
without integral rain sensors shall have a separate wired or wireless rain
sensor which communicates with the controller.

Building maintenance and operation Sec. 4.410:

BUILDING MANUAL.: At the time of final inspection, a manual,
compact disc, or other approved media shall be place in the
building that contains the information specified in CALGreen
Sec. 4.410.

Covering of duct openings and protection of mechanical equipment Sec.
4.504.1. COVERING OF OPENINGS DURING CONSTRUCTION: All
ducts and air distribution openings shall be covered with tape, plastic, or
sheetmetal during storage on the site and by the time of rough installation
through final startup of the heating and cooling equipment.
Finish material pollutant control Sec. 4.504.2:
FINISH MATERIAL POLLUTANT CONTROL: The following
finish materials shall comply with the VOC content limits set
forth in CALGreen Sections 4.504.2 through 4.504.5:
Adhesives, sealants and caulks, paints and coatings,
carpet systems, cushions and adhesive, resilient
flooring, and composite wood products used on the
interior or exterior.
Moisture control of concrete slab foundations Sec. 4.505.2.
Heating and air conditioning design Sec. 4.507.2. Systems shall be sized,
designed, and specified according to ACCA, ASHRAE, or equivalent
design software or methods.

FINAL
DEMOLITION CALCULATION
EXISTING DEMOLITION PERCENTAGE
FOUNDATION / FLOOR: |,002 SF @) SF 0%
EXTERIOR WALLS: | 50 LF 15 LF | 0%
ROOF: | ,266 SF (0] SF 0%
C” 777 = (E) WALL ¢ FLOOR TO REMOVE
[ = (E) WALL TO REMAIN
|
BEDROOM DINING ROOM

COMMUNITY DEVELOPMENT DEPARTMENT
CITY OF BURBANK

WATER-CONSERVAING PLUMBING FIXTURES
CERTIFICATE OF COMPLIANCE

(FOR BUILDING BUILT ON OR BEFORE JAN. 1, 1994)

PROJECT ADDRESS:

PERMIT NO.

| CERTIFY, UNDER PENALTY OF PERJURY, AS OWNER OF THIS PROPERTY, THAT NONCOMPLIANT PLUMBING
FIXTURES HAVE BEEN REPLACED WITH WATER-CONSERVING PLUMBING FIXTURES IN ACCORDANCE WITH
CIVIL CODE SECTION 1101.1 THROUGH 1101.8, THE CURRENT CALIFORNIA PLUMBING CODE AND CALIFORNIA
GREEN BUILDING STANDARDS CODE, AND MANUFACTURER'S INSTALLATION REQUIREMENTS, AND THAT THE
WATER-CONSERVAING PLUMBING FIXTURES COMPLY WITH THE REQUIREMENTS AS LISTED BELOW.

OWNER'S NAME:

DATE:

OWNER'S SIGNATURE:
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ELECTRICAL NOTES per 2016 California Electrical Code

A. PANEL LOCATIONS
Panels shall not be located in the vicinity of easily ignitable material, such as clothes closets, or in bathrooms [CEC
240-24(D)).

B. NON-METTALIC SHEATHED CABLE [CEC 334]
Non-metallic sheathed cable shall be:

1.

2.

5.
6.

Protected by rigid metal conduit, intermediate metal conduit, electrical metallic tubing, schedule 80 PVC
conduit, pipe, or other means when cable is exposed or subject to physical damage. [CEC 334.15(B)]
Protected by a 1/16-inch steel plate or sleeve or be not less than 1-1/4 inch from the nearest edge of the
framing member, when installed through framing members. Steel plates or sleeves are required on all double
shear walls when cable is installed either through or parallel to framing members [CEC 334.17].

Protected by guard strips within 6 feet of an attic access when no permanent stairs or ladders are provided
[CEC 334.23, 320.23].

Protected by guard strips in the entire attic when permanent stairs or ladders are provided. Access panels or
doors from the second floor into the attic are considered permanent access and guard strips are required in the
entire attic.

Have a bending radius not less than S times the diameter of the cable [CEC 334.24].

Supported at intervals not exceeding 4-1/2 feet and within 12" of every outlet box, junction box, cabinet or
fitting [CEC 334.30].

C. CIRCUITS AND RECEPTACLES

1.

2.

1.
12

13.
14.

15.

Tamper-Resistant Receptacles shall be installed as specified in dwelling units in all areas specified in 210.52.

[CEC 406.12]

Receptacles shall be installed so that no point along the floor line in any wall space is more than 6 ft. from an

outlet, including any wall space 2 ft. wide or greater. Note: A fixed panel of a sliding glass door is considered

wall space. [CEC 210.52(A)].

In kitchens, breakfast rooms, pantries and dining rooms a minimum of 2-20A circuits shall be provided [CEC

210.11(C) (1)]. Counter space receptacles shall be GFCI [CEC 210.8(A)] and installed:

e At each wall counter space that is 12 in. or greater [CEC 210.52(C)(1)] ;

e No more than 48 in. oc. [CEC 210.52 (C)(1)];

e Maximum 24 in. from the end of the counter [CEC 210.52 (C)(1)];

e Maximum 20 in. above counter surface [CEC 210.52) (C)(5)];

* On island counter spaces (one receptacle min.) not more than 12 in. below counter surface [CEC 210.52
(C)(5) Exception]. An island with less than 12" behind a range top of sink is considered as dividing the
countertop into two separate spaces [CEC 210.52(C)(2)].

« On peninsular counter spaces (one receptacle min.) not more than 12 in. below counter surface [CEC 210.52
(C)(5) Exception];

Bathrooms shall have a separate 20A circuit [CEC 210.11(C) (3)] with at least one GFCI wall receptacle within

36 in. of each basin [CEC 210.8(A)(1); CEC 210.52(D)].

Laundry rooms shall have a separate 20A circuit with at least one receptacle shall be provided [CEC

210.11(C)(2)]. All receptacles within 6 ft. of the sink shall be GFCI [CEC 210.8(A)(7)].

In garages, at least one GFCI receptacle shall be provided [CEC 210.52(G)]. All other garage receptacles

except those dedicated to an appliance or that are not readily accessible shall be GFCI. [CEC 210.8(A)(2)).

In hallways of 10 ft. or more in length, at least one receptacle shall be provided [CEC 210.52(H)].

Outdoor outlets shall be GFCI [CEC 210.8(A) (3)]. One outlet shall be installed at the front of the dwelling and

one at the rear of the dwelling. Receptacles shall be accessible at grade level and not more than 6-1/2 ft.

above grade [CEC 210.52(E)].

All crawl space receptacles shall be GFCI [CEC 210.8(A)(4)].

. All unfinished basement receptacles shall be GFCI unless they are not readily accessible or are service a

dedicated appliance [CEC 210.8(A)(5)].

All receptacles within 6 ft. of a wet bar shall be GFCI [CEC 210.8(A)(7)].

All receptacles on 15A or 20A branch circuits that supply family rooms, dining rooms, living rooms, parlors,
libraries, dens, bedrooms, sunrooms, recreation rooms, closets, hallways or similar rooms or areas shall be
protected by combination-type Arc-Fault Circuit Interrupters (AFCI), including switched outlets [CEC
210.12(A)].

All receptacles serving appliances or motors with a rating of 1 HP or 6 Amps shall be on a separate circuit.

For HVAC equipment, a separate 15A or 20A circuit with an accessible receptacle at the equipment shall be
provided within 25 ft of the equipment [CEC 210.63]. If located in an under-floor area, the receptacle shall be
GFCI [CEC 210.8(4)].

Basements, Garages and Accessory Buildings. For a one-family dwelling, at least one receptacle outlet shall be
installed in the areas specified in 210.52(G)(1) through (3)/ These receptacles shall be in addition to receptacles

ired f ifi [ EC210.52
requ(lﬁ or specific eq% [ ]

Garages. In eac l%r{t]gglt\' garage and in each detached garage with electrical power. The branch circuit
supplying this receptacle(s) shall not supply outlets outside of the garage. At least one receptacle outlet
shall be installed for each car space.

(2) Accessory Buildings. In each accessory building with electric power.
(3) Basement. In each separate unfinished portion of a basement.

D. LIGHTING [CEC 210.70]

1.

Switched lighting shall be installed in:

¢ All habitable rooms, Bathrooms, Hallways, and Stairways at each level,

e Garages,

o At all outdoor entrances and exits,

e In all attics, under floor areas, utility rooms and basements used for storage

e Near HVAC equipment in attic, under floor areas, rooms or basements, with a switch at the access point.
Lighting installed in a closet shall be a surface mounted or recessed fluorescent fixture or a surface mounted
incandescent fixture with completely enclosed lamps or recessed incandescent fixture with completely
enclosed lamps. Surface incandescent lighting shall be installed a minimum of 12 in. from the nearest point of
a storage space. Surface fluorescent lighting and recessed lighting shall be installed a minimum of 6 in. from
the nearest point of a storage space. [CEC 410.16(C)]

E. FANS

In bathrooms containing tubs or showers, a fan capable of exhausting 50 cfm shall be installed [Energy
Standards 150(0)].

F. SMOKE ALARMS

In new construction, smoke alarms shall receive their primary power from the building wiring. The wiring shall
be permanent and installed without a disconnecting switch other than those required for overcurrent protection
[CRC R314 4].

100% of the luminaries in a kitchen must be high efficacy.

In bathrooms, garages, laundry rooms, and utility rooms, at least one luminaire in each of these spaces shall be
controlled by a vacancy sensor.

Bedrooms, living rooms, family rooms, and other rooms used for living and sleeping must have high efficacy lighting,
and may require an occupant sensor with a manual-on/auto-off feature, or dimmers.

Exterior lighting must be high efficacy, a photocell and motion sensor may be installed.

TITLE 24 RESIDENTIAL LIGHTING STANDARDS
Permanently installed luminaires that have plug-in or hardwired connections for electric power must comply with the
mandatory energy requirements summarized below:

ROOM % HIGH EFFICACY "2 | OPTIONS
KITCHEN 100%3
CABINET LIGHTING 100% Under-cabinet lighting shall be switched separately from

other lighting.

BATHROOM 100% | Vacancy Sensor*
GARAGE 100% Vacancy Sensor*
LAUNDRY ROOMS 100% | Vacancy Sensor*
UTILITY ROOMS 100% | Vacancy Sensor*
CLOSETS > 70 SF 100% Vacancy Sensor*
ALL OTHER ROOMS® 100% | Vacancy Sensor or Dimmer
EXTERIOR® 100% Controlled by manual on/off switch and one of the following:

motion sensor, photo control and automatic time switch
control, astronomical time clock, or EMCS’

1. High efficacy lighting contains pin-based sockets and includes fluorescent with electronic ballasts, metal halide,
high pressure sodium, and certified LED lighting.

N

Luminaires recessed into insulated ceilings must be approved for zero clearance insulation contact (IC) and rated

and labeled as air tight (AT).

ik e

100% of the total lighting wattage (based on the max. lamp rating) in a kitchen is required to be high efficacy.
All Occupant Sensors Control Types shall be programmed to turn OFF all or part of the lighting no longer than 20

minutes after the space is vacated of occupants, except as specified by Section130.1(c)8.

o

Includes bedrooms, living, dining and family rooms, club houses, home offices, and enclosed patios. Closets that

are less than 70 sf in area and hallways are exempt from this requirement.
6. Lights around pools and water features subject to California Electrical Code Article 680 are exempt.
7. Energy management control system.

GENERAL REQUIREMENTS

a. The construction shall not restrict a five-foot
clear and unobstructed access to any water or
power distribution facilities (Power poles,
pull-boxes, transformers, vaults, pumps, valves,
meters, appurtenances, etc.) or to the location of
the hook-up. The construction shall not be within
ten feet of any power lines-whether or not the lines
are located on the property. Failure to comply may
cause construction delays and/or additional
expenses.

b. An approved Seismic Gas Shutoff Valve will be
installed on the fuel gas line on the downstream
side of the utility meter and be rigidly connected to
the exterior of the building or structure containing
the fuel gas piping. (Per Ordinance 170,158)
(Separate

plumbing permit is required).

¢. Plumbing fixtures are required to be connected
to a sanitary sewer or to an approved sewage
disposal system (R306.3).

d. Kitchen sinks, lavatories, bathtubs, showers,
bidets, laundry tubs and washing machine outlets
shall be provided with hot and cold water and
connected to an approved water supply (R306.4).
e. Bathtub and shower floors, walls above
bathtubs with a showerhead, and shower
compartments shall be finished with a
nonabsorbent surface. Such wall surfaces shall
extend to a height of not less than 6 feet above the
floor (R307.2).

f. Provide ultra-low flush water closets for all new
construction. Existing shower heads and toilets
must be adapted for low water consumption.

g. Unit Skylights shall be labeled by an Approved
Labeling Agency. Such label shall state the
approved labeling agency name, product
designation and performance grade rating.
(Research Report not required). (R308.6.9)

h. Water heater must be strapped to wall. (Sec.
507.3, LAPC)

|. Smoke detectors shall be provided for all
dwelling units intended for human occupancy,
upon the owner's application for a permit for
alterations, repairs, or additions, exceeding one
thousand dollars ($1,000). (R314.6.2)

m. Where a permit is required for alterations,
repairs or additions exceeding one thousand
dollars ($1,000), existing dwellings or sleeping
units that have attached garages or fuel-burning
appliances shall be provided with a carbon
monoxide alarm in accordance with Section
R315.2. Carbon monoxide alarms shall only be
required in the specific dwelling unit or sleeping
unit for which the permit was obtained. (R315.2.2)
n. Every space intended for human occupancy
shall be provided with natural light by means of
exterior glazed openings in accordance with
Section R303.1 or shall be provided with artificial
light that is adequate to provide an average
illumination of 6 foot-candles over the area of the
room at a height of 30 inches above the floor level.
(R303.1)

0. A copy of the evaluation report and/or conditions
of listing shall be made available at the job site

F. FIRE PROTECTION

3. An approved smoke alarm shall be installed in
each sleeping room & hallway or area giving
access to a sleeping room, and on each story and
basement for dwellings with more than one story.
Smoke alarms shall be interconnected so that
actuation of one alarm will activate all the alarms
within the individual dwelling unit. In new
construction smoke alarms shall receive their
primary power source from the building wiring and
shall be equipped with battery back-up and low
battery signal. (R314)

4. An approved carbon monoxide alarm shall be
installed in dwelling units and in sleeping units
within which fuel-burning appliances are installed
and in dwelling units that have attached garages.
Carbon monoxide alarm shall be provided outside
of each separate dwelling unit sleeping area in the
immediate vicinity of the bedroom(s) and on every
level of a dwelling unit including basements.

(R315)
G. MEANS OF EGRESS

1. For habitable levels or basements located more
than one story above or more than one story below
an egress door, the maximum travel distance from
any occupied point to a stairway or ramp that
provides egress from such habitable level or
basement, shall not exceed 50 feet (R311.4)

2. Occupied roofs shall be provided with exits as
required for stories.

3. The means of egress shall provide a continuous
and unobstructed path of vertical and horizontal
egress travel from all portions of the dwelling to
the exterior of the dwelling at the required egress
door without requiring travel through a garage.
(R311.1)

4. Provide emergency egress from sleeping rooms.
Show details on plans. Minimum - 24" clear height,
20" clear width, 5.7 sf minimum area (5.0 sf at
grade level) & 44" maximum to sill. (R310.1)

ELECTRICAL SYMBOLS

DESCRPTION

SYMBOY

> | CHANDELIER
]

HIGH EFFICACY LIGHTING OR DIMMER SWITCHES

O HIGH EFFICACY LIGHTING OR DIMMER SWITCHES (RECESSED)

@

LED LIGHTING (6" @)

(F) | FLUORESCENT LIGHT (6"@ RECESSED)

HIGH EFFICACY OR MOTION SENSOR
— LIGHT WALL MOUNTED

——_| FLUORESCENT LIGHT

D GF OUTLET W/ GROUND FAULT INTERRUPTOR

OUTLET

LIGHT SWITCH

SMOKE DETECTOR HARDWIRED,INTERCONNECTED
W/ BATTERY BACK-UP. 120 V

CAf)'
=)

SMOKE DETECTOR .BATTERY OPERATED. 120 V

CARBON MONOXIDE DETECTOR
(INTERCONECTED TO SMOKE ALARMS)

EXHAUST FAN. 50 CFM (ENERGY STAR, HUMID STAT)

AC REGISTER OUTLET

Halsls

h & PHONE / DATA OUTLET

Notes: 1) BATHROOM RECEPTACLES SHALL BE SERVED BY DEDICATED 20 AMP CIRCUIT.

LAUNDRY ROOM

AMIN. 4" EXHAUST DUCT MUST BE PROVIDED. A FLEXIBLE
DUCT CANNOT EXTEND MORE THAN 6' AND CANNOT BE
CONCEALED.

DRYER EXHAUST CANNOT EXCEED 14' W/ MAX OF TWO 90°
ELBOWS.

GREEN BUILDING NOTES

Each appliance provided and installed meets
ENERGY STAR if an ENERGY STAR designation
is applicable for that appliance.

Newly installed bathroom exhaust fans shall be
ENERGY STAR compliant and be ducted to
terminate to the outside of the building. Provide the
manufacturer’s cut sheet for verification.(4.506.1,
9.506.1)

Newly installed bathroom exhaust fans, not
functioning as a component of a whole house
ventilation system, must be controlled by a
humidistat which shall be readily accessible.

HVAC SYSTEM CRITERIA
R-6 DUCT INSTALLATION REQUIRED

SPACE HEATING: MINIMUM AFUE: 80%
CENTRAL AIR CONDITIONING MINIMUM
SEER: 14

DUCT SEALING

A backwater valve for building sewer is required per BMC 8-1-313.
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GENERAL REQUIREMENTS

a. The construction shall not restrict a five-foot
clear and unobstructed access to any water or
power distribution facilities (Power poles,
pull-boxes, transformers, vaults, pumps, valves,
meters, appurtenances, etc.) or to the location of
the hook-up. The construction shall not be within
ten feet of any power lines-whether or not the lines
are located on the property. Failure to comply may
cause construction delays and/or additional
expenses.

b. An approved Seismic Gas Shutoff Valve will be
installed on the fuel gas line on the downstream
side of the utility meter and be rigidly connected to
the exterior of the building or structure containing
the fuel gas piping. (Per Ordinance 170,158)
(Separate

plumbing permit is required).

c. Plumbing fixtures are required to be connected
to a sanitary sewer or to an approved sewage
disposal system (R306.3).

d. Kitchen sinks, lavatories, bathtubs, showers,
bidets, laundry tubs and washing machine outlets
shall be provided with hot and cold water and
connected to an approved water supply (R306.4).
e. Bathtub and shower floors, walls above
bathtubs with a showerhead, and shower
compartments shall be finished with a
nonabsorbent surface. Such wall surfaces shall
extend to a height of not less than 6 feet above the
floor (R307.2).

f. Provide ultra-low flush water closets for all new
construction. Existing shower heads and toilets
must be adapted for low water consumption.

g. Unit Skylights shall be labeled by an Approved
Labeling Agency. Such label shall state the
approved labeling agency name, product
designation and performance grade rating.
(Research Report not required). (R308.6.9)

h. Water heater must be strapped to wall. (Sec.
507.3, LAPC)

|. Smoke detectors shall be provided for all
dwelling units intended for human occupancy,
upon the owner's application for a permit for
alterations, repairs, or additions, exceeding one
thousand dollars ($1,000). (R314.6.2)

m. Where a permit is required for alterations,
repairs or additions exceeding one thousand
dollars ($1,000), existing dwellings or sleeping
units that have attached garages or fuel-burning
appliances shall be provided with a carbon
monoxide alarm in accordance with Section
R315.2. Carbon monoxide alarms shall only be
required in the specific dwelling unit or sleeping
unit for which the permit was obtained. (R315.2.2)
n. Every space intended for human occupancy
shall be provided with natural light by means of
exterior glazed openings in accordance with
Section R303.1 or shall be provided with artificial
light that is adequate to provide an average
illumination of 6 foot-candles over the area of the
room at a height of 30 inches above the floor level.
(R303.1)

0. A copy of the evaluation report and/or conditions
of listing shall be made available at the job site

F. FIRE PROTECTION

3. An approved smoke alarm shall be installed in
each sleeping room & hallway or area giving
access to a sleeping room, and on each story and
basement for dwellings with more than one story.
Smoke alarms shall be interconnected so that
actuation of one alarm will activate all the alarms
within the individual dwelling unit. In new
construction smoke alarms shall receive their
primary power source from the building wiring and
shall be equipped with battery back-up and low
battery signal. (R314)

4. An approved carbon monoxide alarm shall be
installed in dwelling units and in sleeping units
within which fuel-burning appliances are installed
and in dwelling units that have attached garages.
Carbon monoxide alarm shall be provided outside
of each separate dwelling unit sleeping area in the
immediate vicinity of the bedroom(s) and on every
level of a dwelling unit including basements.

(R315)
G. MEANS OF EGRESS

1. For habitable levels or basements located more
than one story above or more than one story below
an egress door, the maximum travel distance from
any occupied point to a stairway or ramp that
provides egress from such habitable level or
basement, shall not exceed 50 feet (R311.4)

2. Occupied roofs shall be provided with exits as
required for stories.

3. The means of egress shall provide a continuous
and unobstructed path of vertical and horizontal
egress travel from all portions of the dwelling to
the exterior of the dwelling at the required egress
door without requiring travel through a garage.
(R311.1)

4. Provide emergency egress from sleeping rooms.
Show details on plans. Minimum - 24" clear height,
20" clear width, 5.7 sf minimum area (5.0 sf at
grade level) & 44" maximum to sill. (R310.1)

CONCEALED.

AMIN. 4" EXHAUST DUCT MUST BE PROVIDED. A FLEXIBLE
DUCT CANNOT EXTEND MORE THAN 6' AND CANNOT BE

DRYER EXHAUST CANNOT EXCEED 14' W/ MAX OF TWO 90°

—ELBOWS:

GREEN BUILDING NOTES

Each appliance provided and installed meets
ENERGY STAR if an ENERGY STAR designation
is applicable for that appliance.

Newly installed bathroom exhaust fans shall be
ENERGY STAR compliant and be ducted to
terminate to the outside of the building. Provide
the manufacturer’s cut sheet for
verification.(4.506.1, 9.506.1)

Newly installed bathroom exhaust fans, not
functioning as a component of a whole house
ventilation system, must be controlled by a
humidistat which shall be readily accessible.

] =(E) WALL TOREMAIN

-4 =(N)WALL

HVAC SYSTEM CRITERIA

R-6 DUCT INSTALLATION REQUIRED
SPACE HEATING:
MINIMUM AFUE: 80%
CENTRALAIR CONDITIONING
MINIMUM SEER: 14
DUCT SEALING

NOTE:ALL DOORS AND WINDOWS ARE DUAL GLAZED.

THE NFRC TEMPORARY LABEL DISPLAYED ON WINDOWS AND
SKYLIGHTS (INCL. TABULAR) MUST REMAIN ON THE UNIT UNTIL
FINAL INSPECTION HAS BEEN COMPLETED.

A backwater valve for building sewer is required per BMC 8-1-313.

H ECTRCAL SYMSOLS WINDOWS AND DOCR SCHEDULE
SYMBOL DESCRPTION SYMBO0L SZE DESCRPTIO! U-FACTOR| SGHC
[+
R ﬁOZ o | CHANDELIER A 5-0"x 26" | VINYL FRAME SLIDING WINDOW 0.29 0.33
o
B 2'6"x3-0" |VINYL FRAME DBL-HUNG WINDOW 0.29 0.33
HIGH EFFICACY LIGHTING OR DIMMER SWITCHES
'S 6-0"x3-0" | VINYL FRAME SLIDING WINDOW 0.29 0.33
() | HIGH EFFICACY LIGHTING OR DIMMER SWITCHES (RECESSED] 5 30°x50 | VINYL FRAME DBL-HUNG WINDOW 0.29 0.33
€) | LED LIGHTING (6" @) E 3-0"x3-6"™ | VINYL FRAME DBL-HUNG WINDOW 0.29 0.33
F 3-0"x3-6"™ | VINYL FRAME Fixed 0.29 0.33
(F) | FLUORESCENT LIGHT (6"@ RECESSED)
Q 7-0"x 2-0" | VINYL FRAME SLIDING WINDOW 0.29 0.33
| HIGH EFFICACY OR MOTION SENSOR
~~ | LIGHT WALL MOUNTED H 3-0" x 4'-0" VINYL FRAME DBL-HUNG WINDOW 0.29 0.33
——_| FLUORESCENT LIGHT :
5.0"x6-0" | VINYL FRAME Fixed 0.29 0.33
" gl OUTLET W/ GROUND FAULT INTERRUPTOR —
E J 26" x 2-8™ | VINYL FRAME DBL-HUNG WINDOW 0.29 0.33
OUTLET
K 3-6" x 5-0" VINYL FRAME DBL-HUNG WINDOW
B | DIOHESAITCN 1 30"x80" SOLID CORE PRE-HUNG DOOR
VSD SMOKE DETECTOR HARDWIRED,INTERCONNECTED LT 2
W/ BATTERY BACK-UP. 120 V 2 36"x80"
@ SMOKE DETECTOR .BATTERY OPERATED. 120 V 3 48"x80" CLOSET DOUBLE DOOR
CARBON MONOXIDE DETECTOR 4 52"x80" CLOSET DOUBLE DOOR
@ (INTERCONECTED TO SMOKE ALARMS)
5 54"x80" CLOSET DOUBLE DOOR
@ EXHAUST FAN. 50 CFM (ENERGY STAR, HUMID STAT) :
N 6 36"x80" SOLID CORE PRE-HUNG DOOR
sz | AC REGISTER OUTLET -
: : o 28"x80" SOLID CORE PRE-HUNG DOOR
PHONE / DATA OUTLET
i 8 32"%80" SOLID CORE PRE-HUNG DOOR
BATHROOM RECEPTACLES SHALL BE SERVED BY DEDICATED 20 AMP CIRCUIT. ’
9 216"x96" GARAGE DOOR
LAUNDRY ROOM 10 36" x 80" SINGLE-LITE FRENCH DOOR

RR PER PLAN

Il

WALK-IN CLOSET *

—2X4 STUD @ 16" O.C.

I OI"O“

|
CJ PER PLAN -—I

MASTER BEDROOM

-2X4 9TUD @ 16" 0.C.

if

1/2" CDX PLYWOOD SHT'G
W/ 8d © 6"12" 0.C.

=
|
— -
RR PER PLAN —l ‘-,Q P
P
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*
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e
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WALL R-15
FLOOR R-19
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Design changes Since Original Submittal: Design changes Since Original Submittal:
+ Reduced the height of the 2nd fir Window * Reduced the size of the Left 2 and right windows @ 2nd Fir
« Added Grids fo window RIGHT ELEVATION - NORTH FRONT ELEVATION - EAST « Added Grids fo window
+ Added detailing to porch to match (E) front po + Added Shutters
+ Added exposed Rafter tails to match (E) house SCALE: 1/4"=1"-0" SCALE: 1/4"=1"-0" « Added Window boxes
* Added exposed Rafter tails to match (E) house
NO. 26 GALVANIZED SHEET GAGE WEEP SCREED WITH 3-1/2" FLANGE
AT STUCCO / SIDING PLACED A MINIMUM OF 4-INCHES ABOVE EARTH OR
2-INCHES ABOVE PAVED AREAS. (CBC 2512.1.2) ROOF PLY
" AREACAVITY  BATT INSULATION R-VALUE | ACORROSION RESISTANT WEEP SCREED IS REQUIRED BELOW 1/2" 0SB PLYWOOD P.. 32/16
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| 7(70.05 Vemmitgncermiin.r)r |
WALL R-15 WHERE STUCCO / SIDING IS APPLIED OVER PLY SHEATING, (RADIANT BARRIER)
" FLOOR R-19 GRADE "D" PAPER UNDER LATH SHALL BE PROVIDED.
FLOOR PLY
ROOFING MATERIAL BY: Timberline " Charcoal" 5/8" CDX T&G PLYWOOD P.I. 32/16
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LEFT ELEVATION - SOUTH Oesinchanges Sce Orgal Syt REAR ELEVATION - WEST N i o e et ) st o
3 n_41_An + Added exposed Rafter tails to match (E) house ; H_41 A Reduced f[he s of the center window @ 2nd Fir
SCALE: 1/4"=1'-0 SCALE: 1/4"=1'-0 Added Grids to window

+ Added Shutters

+ Added exposed Rafter tails to match (E) house
+ Added Sycamore tree to minimize View from MBath window
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| P cx B | ACORROSION RESISTANT WEEP SCREED IS REQUIRED BELOW PI. 32/16
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